quality:

trunk circumference 20 to 25cm girth @ 1.0m
height

clear stem to 1.8 m high minimum
upright development, strong single leader
bark free of damage

free of abrasion and disease

species specific root development fitting to age
and size of the appropriate tree

sufficient fibrous roots

TREE PIT PLAN :
1750mm RADIUS

Reed mat or bamboo mat ,

rootball fitting to the species and size of the plant

consistent rooting

75mm deep mulch layer
500mm radius around tree trunk

Supporting stakes with cushioned ties

Supporting stakes with cushioned ties

TREE PIT PLAN :

quality:

trunk circumference 20 to 25cm girth @ 1.0m
height

clear stem to 1.8 m high minimum
upright development, strong single leader
bark free of damage

free of abrasion and disease

species specific root development fitting to age
and size of the appropriate tree

sufficient fibrous roots
rootball fitting to the species and size of the plant

consistent rooting

AXIS 2000mm & 1000mm

, BACKFILL FOR TREE PITS IS A MIX OF

Reed mat or bamboo mat

DEADMAN TYPE UNDE

50% SANDY LOAM TOPSOIL &
50% EXPANDED CLAY AGGREGATE SIZE 10-14mm

RGROUND ANCHORING SYSTEM

75mm DEEP MULCH LAYER-
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500mm RADIUS AROUND TREE TRUNK
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Free Draining Subgrade

175

2000

FREE DRAINING SUBGRADE/ DRAINAGE LAYER OR FILL MATERIAL
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FILTER FLEECE -POLYPROPYLENE/ 105G/SQM

DRAINAGE BOARD - HIGH DENSITY POLYETHYLENE- 1x2m PLAN SIZE

COMPRESSIVE STRENGTH 100kN/SQM (UNFILLED) - 60mm BOARD

DEPTH - WATER STORAGE CAPACITY CA. 10-12 LITRES/ SQM - FILLED

WITH MINERAL DRAIN -TO PROVIDE ADDITIONAL SUPPORT AND
DRAINAGE

5mm THICK PROTECTION LAYER/ FOIL -

MECHANICAL / CHEMICAL ELASTOMERIC BITUMEN ROOT BARRIER
REINFORCED WITH EMBOSSED COPPER SHEET
TENSILE STRENGHT: > 500N/50mm

ROOF BUILD UP & DRAINAGE TO

ARCHITECTS AND ENGINEERS DETAILS & SPECIFICATION

STANDARD TREE PLANTING DETAILS ON GRADE

SCALE 1: 20 @A1

TREE PLANTING ON ROOF DECK

SCALE 1: 20 @A1
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NOTES:

All dimensions are in millimeters unless otherwise stated and shall be checked and confirmed by the contractor on site. Any discrepancies

shall be immediately reported to the landscape architects. Work to figured dimensions only - Do not scale from drawing.

Unit 5, Woodpark, The Rise, Glasnevin, Dublin 9, Ireland

MITCHELL + ASSOCIATES

LANDSCAPE ARCHITECTURE URBAN DESIGN nfomiorelacsoe

CLIENT PROJECT JOB NO.

ucb UCD STUDENT ACCOMMODATION PHASES 3 TO 6 LUCDO026

DRAWING DATE SCALE DRAWING NO.

“ TREE PLANTING DETAILS SEP 2017 AS @ A1 104
>m@ >\_ NOTES DRAWN BY CHECKED REVISION

Do Not Scale. Use Figured Dimensions Only. AXEL HENS AH 00

Not for Construction Purposes unless Specifically Marked.

© THIS DRAWING IS COPYRIGHT OF MITCHELL + ASSOCIATES STATUS: PLANNING




