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HEDGE PLANTING DETAILS
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80 mm galvanized round wire nails
4 nails per board (zink - aluminium)

Uncoated Line Wire - 3 mm Galvanised.
Fixed to posts with double barbed fence staples -

Galvanized (Zink - Aluminium) (25 - 2.5 mm)

Galvanized Double Barbed Fence Staple.
Zink/Aluminium coating (95% Zink - 5%

Aluminium) (12 - 2.5 mm)

110 mm wide and 35 mm thick Timber Board.

Presure treated. Tanalised with "Tanalith-E" ov
equivalent protection to B5-EN 335-1/UC 3.2
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—~~.y| Postextends into drainage layer (100mm)

Outdoors, Uncoated Above Ground

1500 mm long and 75 mm x 75 mm Square

Timber Post. Presque treated - tanalised with
"Tanalith - E" or equivalent. Protection to B5-EN
335-1/UC4. Direct Soil or fresh water contact
Top Sawn 45 degree to shed water.

400x400x400 mm Concrete Foundation. C35
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laid on 100 mm drainage layer of washed beach
pebble 14 mm aggregate Size
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Tanalised UC 3.2 Timber Cross Board 110 x 35

mm 2.4 m long

Uncoated Line Wire - 3 mm Galvanised. Fixed to

posts with double barbed fence staples -
Galvanized (Zink - Aluminium)
(25 - 2.5 mm)

110 mm wide and 35 mm thick Timber Board.
Presure treated. Tanalised with "Tanalith-E" ov
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equivalent protection to BS-EN 335-1/UC 3.2
Outdoors, Uncoated Above Ground
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Tanalised UC 3.2 Timber Cross Board 110 x 35

mm 2.4 m long
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HEDGE PLANTING SUPPORT DETAILS
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All dimensions are in millimeters unless otherwise stated and shall be checked and confirmed by the contractor on site. Any discrepancies
CHK’D shall be immediately reported to the landscape architects. Work to figured dimensions only - Do not scale from drawing.
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